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   GRAVITY STATION          BASTOGNE     
6600
     City               :     Bastogne


  Country       :         Belgium

     Localisation  : 
    Notre Dame de Bonne Conduite Chapel

     Situation       :     Church Porch

     Code Num. :     6600


  Map Sheet
     :   65/3

     Latitude
     :     49.9911 N

  X Belgian Lambert :   247.0349 km
     Longitude   :     05.7232 E

  Y Belgian Lambert :     76.3208 km
     Height
     :     530 m above zero level DNG/TAW IGN/NGI

TIDAL FACTORS FOR THE MAIN WAVES
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REMARKS

First order gravity station.

Interpolated tidal factor at the station (WPAREX program).

Spherical coordinates read on DE ROUCK Software.

Lambert coordinates transformed from spherical coordinates by cConvert software.

GRAVITY VALUE

Compensated
  :
980950.859  (  0.009
Units


  :
milligal  (1gal = 1cm/sec)
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_1079956154.xls
Feuil1

		Waves		Long		Q1		O1		P1		K1		J1OO1		N2		M2		S2		K2		M3

		Ampl.		1,1575		1.1523		1.1489		1.1478		1.1337		1,1560		1.1740		1.1906		1.1958		1.1902		1,0700

		Phase		0,000		-0.191		0.046		0.247		0.204		0,000		3.014		2.547		1.061		0.925		0,000





Feuil2

		





Feuil3

		






